LINDNER

URRACO ECO SERIES.

RELIABLE.
EFFICIENT.
SUSTAINABLE.



URRACO ECO 70 DT

URRACO ECO 70 DT

GENERAL INFORMATION

Weight* kg (Ibs)

23,000 (50,700)

Machine housing

Standard

Dimensions LxWxH mm (ft)

10,820 x 2,470 x 3,000
(35'6"x 81" x9'10")

Feeding height mm (ft) 3,000 (9' 10")
Feeding volume m3 (cu yd) 5,2 (6,8)
Discharge height mm (ft max.) 3,100 (10' 2")

DRIVE & CUTTING SYSTEM

Drive

Diesel-hydraulic

Power kW/PS (hp)

168/230 (225)

Torque (max.) Nm (lb-ft)

150,000 (110,600)

Tank volume | (gal) 415 (110)
Shaft length mm (in) 2 x 1,500 (2 x 59)
Axle distance mm (in) 475 (18,7)

Emission standards

USTier 4f, Stage V, llIA

Mobility

Track

URRACO ECO SERIES

Drive unit

Hydraulics

Cutting unit

Fast exchange system

Lindner sky flap

Control

Tracking system

Discharge conveyor

URRACO ECO 70 DT.

PREMIUM ENTRY.
SMART CHOICE.

The Urraco ECO 70 DT is an entry-level

model in the premium segment. It is the

perfect match for wood, green waste
and commercial waste — delivering
powerful and versatile performance
across all three applications.

Technically, it is all about intelligent
simplification — without compromising
robustness to ensure it delivers on the
Lindner promise.

The result: lower investment costs, low
operating costs, and the reliability you
expect from Lindner.

Magnetic Water
FE-separator sprinkling system

KEY BENEFITS
Entry into the premium segment

Powerful handling of wood, green and com-
mercial waste.

Smart simplification — same robustness

and longevity
Fast shaft change — just 2.5 hours
Lower investment & operating costs

Proven Lindner reliability

E Hardfacing n Fire extinguishing
of shafts system

lindner.com



URRACO ECO 80 DT

URRACO ECO 80 DT

GENERAL INFORMATION

Weight* kg (Ibs)

26,000 (57,300)

Machine housing

Standard

Dimensions LxWxH mm (ft)

11,400 x 2470 x 3000
37'5"x8" 1" x9' 10"

Feeding height mm (ft) 3,000 (9' 10")
Feeding volume m3 (cu yd) 6,0 (7,8)
Discharge height mm (ft max.) 3,100 (10' 2")

DRIVE & CUTTING SYSTEM

Drive

Diesel-hydraulic

Power kW/PS (hp)

280/381 (375)

Torque (max.) Nm (lb-ft)

240,000 (177,000)

Tank volume | (gal) 415 (110)
Shaft length mm (in) 2x 2,000 (2x79)
Axle distance mm (in) 475 (18,7)

Emission standards

USTier 4f, Stage V, llIA

Mobility

Track

URRACO ECO SERIES

Drive unit

Hydraulics

Cutting unit

Fast exchange system

Lindner's sky flap
Control
Tracking system

Discharge conveyor

URRACO ECO 80 DT.

PREMIUM ENTRY.
HIGHER CAPACITY.

The Urraco ECO 80 DT - the next largest
version in the ECO series — is an entry-
level model in the premium segment,
matched to wood, green waste, and
commercial waste, delivering powerful
and versatile performance across all
three applications.

Compared to the ECO 70 DT, the
URRACO ECO 80 DT takes performance
a step further with a longer shaft, a
larger feeding volume and a more
powerful drive with higher torque - for
increased throughput and even greater
performance.

Magnetic Water m
FE-separator sprinkling system

of shafts

KEY BENEFITS

Entry into the premium segment

Powerful handling of wood, green and com-
mercial waste.

Larger feeding volume - increased
throughput

Smart simplification — same robustness
and longevity

Fast shaft change — just 2.5 hours
Lower investment & operating costs

Proven Lindner reliability

Hardfacing n Fire extinguishing

system

lindner.com



QUALITY - MADE BY LINDNER

URRACO ECO SERIES

Knives

Feed hooks
Cleaning teeth
Scrapers

Breaker bar

URRACO ECO SERIES.

SMART CUTTING
PERFORMANCE.

Ready for diverse applications: the advantages of the
Smart Cutting System:

The Urraco ECO Series combines premium-level performance with intelligent
simplicity. Its robust Smart Cutting System efficiently and reliably processes
fine and rough waste wood, commercial waste, and green waste.

Designed for demanding applications, the durable and low-maintenance
cutting system ensures high operational availability, reliable performance,
and minimised downtime — delivering the flexibility to handle a wide range
of materials.

FINE WASTE WOOD BULKY WASTE WOOD

lindner.com
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